
Sección 15.3

CAJA REDONDA USO RUDO A PRUEBA DE INTEMPERIE
Wheatherproof heavy duty round outlet box

Folleto RW 49

CVXCSX

VMX

CVXVMX



Manufacturing and Integration 100% National. 
Made in Mexico

Fabricación e Integración 100% Nacional
HECHO EN MÉXICO

torreon@rawelt.com.mxVENTAS:

RW 49 / 1908

• Material: Aluminio Inyectado a presión (diecast).

• Acabados: Pintura electrostática epoxica/poliester polimerizada.

• A prueba de intemperie cuando se usa tapa con empaque y 
  silicon en todas las aberturas y rosca de los tapones. NEMA 
  4,4 X.

• Rosca NPT para usarse con tubo conduit RIGIDO e IMC.

• Diametros de las cajas de 3 1/2”, 4” y 4 1/2”.

• Se surte con 5 bocas roscadas y 4 tapones en 1/2 (12.7 mm), 
  3/4” (19.0 mm), y 1” (25.4 mm).

• Tornillo de tierra incluido.

• Los agujeros roscados sin salida para los tornillos de la tapa
  evitan daños al cable durante la instalación y asegura la caja a 
  prueba de agua.

APLICACIONES.
• Para montaje suspendido, a pared, o a techo, en Lamparas a 
  Prueba de Vapor. Serie V y otros accesorios colgantes.
• Caja de conexiones de uso general.
• Caja de conexiones para accesorios colgantes.
• Para montaje suspendido o a pared en luminarias RAWELT H.I.D. 
  Serie VM y otros tipos de lamparas.
• Caja de conexiones para lampara Serie  RAWELT LHS. 
• En instalaciones de tubo conduit RIGIDO e IMC. Permite fácil 
  acceso para mantenimiento y aberturas para hacerse empalmes 
  y derivaciones.
• Fabricación en base a: UL 514 A
                                     CAN/CSA-C22.2 No. 18-92
• Material: Diecast aluminum.

• Finish: Electrostatic powder epoxy/poliester coating.

• For wet location when gasketed cover are used and silicone 
  sealing compound in all openings and in threaded plugs. 
  NEMA 4,4X.

• NPT threaded for use with RIGID and IMC conduit.

• Boxes diameters in 3 1/2”, 4” and 4 1/2”.

• Furnished with 5 tapped holes and 4 threaded close-up plugs.

• Hub sizes: 1/2” (12.7 mm), 3/4” (19.0 mm), 1” (25.4 mm).

• Green ground screw included.

• Tapped blind hole on cover prevent conductor damage during 
  installation, provide water-tightness.

APPLICATIONS.
• For pendant, wall, or ceiling mounting, in Vaportight. V Series 

• Splice box for general purpose.

• Splice box for lampholder RAWELT LHS Series.
• For pendant or wall mounting in  RAWLET H.I.D.

• In installations of threaded RIGID and IMC conduit. Provide 
  openings for making splice and taps. Allows access for 
  maintenance.
• Manufactured in compliance with: UL 514 A
                                                         CAN/CSA-C22.2 No. 18-92

TAPAS REDONDAS

TCSX TSX TVMX
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