
BAJO NORMAS INTERNACIONALES

CAJAS PARA ÁREAS PELIGROSAS
Libre de Cobre

Folleto RW 10

CARACTERÍSTICAS:
- Aluminio libre de cobre, inyectado a presión (diecast), con 
  control de porosidad
- Once modelos con entradas para 1, 2, 3, 4 y 5 tubos.
- A prueba de explosión de gases: éter etílico, etileno, 
  hidrógeno, butano, propano, metano y gasolina.
- A prueba de presión hidrostática.
- A prueba de polvos.
- A prueba de chorro de agua directo.
- Pintura electrostática epóxica / Poliéster polimerizada para 
  reforzar la resistencia natural al medio ambiente.

  cableado.
- Tornillo de tierra.
- Arosello a prueba de agua, dentro de normas NEMA.
- Rosca de la tapa fabricada especialmente para permitir la 
  salida de gases en frío.

  interior.
- Roscas NPT para tubo RÍGIDO.



Manufacturing and Integration 100% National. 
Made in Mexico

Fabricación e Integración 100% Nacional
HECHO EN MÉXICO

torreon@rawelt.com.mxVENTAS:

RW 10 / 1908

11 MODELOS DIFERENTES
De 1 a 5 salidas para tubo RÍGIDO. MEDIDAS: 1/2”, 3/4”, 1 1/4”, 1”, 1 1/2” y 2”.
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007-RW-202

FICHA TECNICA / TECHNICAL DATA

5.1 - CAJAS PARA AREAS PELIGROSAS.  SERIE GR.
           CON TAPA.  LIBRE DE COBRE.
5.1 - HAZARDOUS LOCATIONS CONDUIT OUTLET BOXES.  GR SERIES.
           WITH COVER.  COPPER FREE ALUMINUM.
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         VAPORES FLAMABLES 

MATERIAL

5.1 - IGNITION TEMPERATURES AND GROUP CLASSIFICATIONS FOR FLAMMABLE 
         GASES AND VAPORS

RAWELT, S.A. de C.V.
 22 - IV - 2019

GRUPO
GROUP

TEMPERATURA DE AUTOIGNICION
AUTOIGNITION TEMPERATURE

GRADOS F
DEGREES F

GRADOS C
DEGREES C

ACETYLENE
FORMALDEHYDE (GAS)
HYDROGEN
PROPYL NITRATE
ACROLEIN (INHIBITED)
BUTADIENE
ETHYLENE OXIDE
PROPYLENE OXIDE
ACETALDEHYDE
ETHYLENE GLYCOL MONOBUTYL ETHER ACETATE

ETHYLENE GLYCOL MONOETHYL ETHER ACETATE

ALLYL ALCOHOL
FURFURYL ALCOHOL
ISO-OCTYL ALDEHYDE
MONOMETHYL ANILINE
n-BUTYRALDEHYDE
HYDROGEN CYANIDEC
CROTONALDEHYDE
DI-N-PROPYLAMINE
DICYCLOPENTADIENE
DIETHYLAMINE
DIMETHYLAMINE
n-n-DIMETHYL ANILINE
1,4-DIOXANE
DU-ISOPROPYLAMINE
EPICHLOROHYDRIN
DIETHYL ETHER
DIETHYLENE GLYCOL MONOBUTYL ETHER
ETHYLENE GLYCOL MONOBUTYL ETHER
ETHYLENE GLYCOL MONOETHYL ETHER
DIETHYLENE GLYCOL MONOMETHYL ETHER
n-PROPYL ETHER
ETHYLENIMINE
ETHYLENE
2-ETHYLHEXALDEHYDE
FURFURAL
HYDRAZINE
UNSYMMETRICAL DIMETHYL HYDRAZINE (UDMH)

MONOMETHYL HYDRAZINE
ISOBUTYRALDEHYDE
ETHYL MERCAPTAN
METHYL ETHER
METHYL FORMAL
CARBON MONOXIDE
MORPHOLINE
NITROETHANE

ACETILENO
FORMALDEHIDO (GAS)
HIDROGENO
NITRATO PROPILICO
ACROLEINA (INHIBIDA)
BUTADIENO
OXIDO DE ETILENO
OXIDO DE PROPILENO
ACETALDEHIDO
ACETATO DE ETER MONOBUTILICO DE ETILENOGLICOL

ACETATO DE ETER MONOETIL DE ETILENOGLICOL

ALCOHOL ALILICO
ALCOHOL FURFURILICO
ALDEHIDO ISO-OCTILICO
ANILINA MONOMETILICA
n-BUTIRALDEHIDO
CIANURO DE HIDROGENO
CROTONALDEHIDO
DI-N-PROPILAMINA
DICICLOPENTADIENO
DIETILAMINA
DIMETILAMINA
n-n-DIMETILANILINA
1,4-DIOXANO
DU-ISOPROPILAMINA
EPICLOROHIDRINA
ETER ETILICO
ETER MONOBUTILICO DE DIETILENOGLICOL
ETER MONOBUTILICO DE ETILENOGLICOL
ETER MONOETIL DE ETILENOGLICOL
ETER MONOMETILICO DE DIETILENOGLICOL
ETER n-PROPILICO
ETILENIMINA
ETILENO
2-ETILHEXALDEHIDO
FURFURAL
HIDRACINA
HIDRACINA DIMETILICA ASIMETRICA (UDMH)

HIDRACINA MONOMETILICA
ISOBUTILALDEHIDA
MERCAPTANO ETILICO
METIL ETER
METIL FORMAL
MONOXIDO DE CARBONO
MORFOLINA
NITROETANO

A
B
B
B

B(C)
B(C)
B(C)
B(C)

C
C
C
C
C
C
C
C
C
C
C
C
C
C
C
C
C
C
C
C
C
C
C
C
C
C
C
C
C
C
C
C
C
C
C
C
C
C

305
429
520
175
285
420
429
449
175
340
379
378
490
197
482
218
538
232
299
503
312
400
371
180
316
411
160
228
238
235
241
215
320
450
191
316
23
249
194
196
300
350
238
609
310
414

581
795
968
347
455
788
804
840
347
645
715
713
915
387
900
425
1000
450
570
937
594
752
700
356
600
772
320
442
460
455
465
419
608
842
375
600
74
480
382
385
572
662
460
1128
590
778
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4
5
6
7
8
9
10
11
12
13
14
15
16
17
18
19
20
21
22
23
24
25
26
27
28
29
30
31
32
33
34
35
36
37
38
39
40
41
42
43
44
45
46
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5.1 - TEMPERATURAS DE IGNICION Y CLASIFICACION DE GRUPOS PARA GASES Y 
         VAPORES FLAMABLES 
5.1 - IGNITION TEMPERATURES AND GROUP CLASSIFICATIONS FOR FLAMMABLE 
         GASES AND VAPORS

NITROMETANO
1-NITROPROPANO
2-NITROPROPANO
PROPIONALDEHIDO
SULFURO DE HIDROGENO
TETRAHIDROFURANO
VALERALDEHIDO
ACEITES DE COMBUSTIBLES
ACETATO BUTILICO
ACETATO DE ETILO
ACETATO DE ETILO (INHIBIDO)
ACETATO DE ISOAMILO
ACETATO DE METILO
ACETATO DE N-AMILO
ACETATO ISOBUTILICO
ACETATO ISOPROPILICO
ACETATO n-PROPILICO
ACETATO VINILICO
ACETONA
ACETONA CIANOHIDRINA
ACETONITRILO
ACIDO ACETICO
ACIDO ACRILICO
ACIDO FORMICO (90%)
ACIDO n-BUTIRICO
ACIDO PROPIONICO
ACRILATO DE METILO
ACRILATO ISOBUTILICO
ACRILONITRILO
ALCOHOL DIACETONA
ALCOHOL ISOAMILO
ALFAMETIL ESTIRENO
AMONIACO
ANHIDRIDO ACETICO
ANHIDRIDO PROPIONICO
ANILINA
BENCENO
BUTANO
2 BUTANOL (ALCOHOL BUTILICOSECUNDARIO)
1 BUTANOL (ALCOHOL BUTILICO)
n-BUTIL ACRILATO (INHIBIDO)
BUTILAMINA
BUTILENO
CICLOHEXANO
CICLOHEXANOL
CICLOHEXANONA

NITROMETHANE
1-NITROPROPANE
2-NITROPROPANE
PROPIONALDEHYDE
HYDROGEN SULFIDE
TETRAHYDROFURAN
VALERALDEHYDE
FUEL OILS
BUTYL ACETATE
ETHYL ACETATE
ETHYL ACETATE (INHIBITED)
ISOAMYL ACETATE
METHYL ACETATE
n-AMYL ACETATE
ISO-BUTYL ACETATE
ISOPROPYL ACETATE
n-PROPYL ACETATE
VINYL ACETATE
ACETONE
ACETONE CYANOHYDRIN
ACETONITRILE
ACETIC ACID
ACRYLIC ACID
FORMIC ACID (90%)
n- BUTYRIC ACID
PROPIONIC ACID
METHYL ACRYLATE
ISOBUTYL ACRYLATE
ACRYLONITRILE
DIACETONE ALCOHOL
ISOAMYL ALCOHOL
ALPHA-METHYL STYRENE
AMMONIA
ACETIC ANHYDRIDE
PROPRIONIC ANHYDRIDE
ANILINE
BENZENE
BUTANE
2 BUTANOL
1 BUTANOL
BUTYL ACRYLATE (INHIBITED)
BUTYLAMINE
BUTYLENE
CYCLOHEXANE
CYCLOHEXANOL
CYCLOHEXANONE
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MATERIAL

RAWELT, S.A. de C.V.
 22 - IV - 2019

GRUPO
GROUP

TEMPERATURA DE AUTOIGNICION
AUTOIGNITION TEMPERATURE

GRADOS F
DEGREES F

GRADOS C
DEGREES C

C
C
C
C
C
C
C
D
D
D
D
D
D
D
D
D
D
D
D
D
D
D
D
D
D
D
D
D
D
D
D
D
D
D
D
D
D
D
D
D
D
D
D
D
D
D

418
421
428
207
260
321
222
210
421
427
372
360
454
360
421
460
450
402
465
688
524
464
438
434
443
466
468
427
481
603
350
574
498
316
285
615
498
288
405
343
293
312
385
245
300
245

785
789
802
405
500
610
432
410
790
800
702
680
850
680
790
860
842
756
869
1270
975
867
820
813
830
870
875
800
898
1118
662
1066
928
600
545
1139
928
550
761
650
559
594
725
473
572
473
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55
56
57
58
59
60
61
62
63
64
65
66
67
68
69
70
71
72
73
74
75
76
77
78
79
80
81
82
83
84
85
86
87
88
89
90
91
92
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MATERIAL

RAWELT, S.A. de C.V.
 

GRUPO
GROUP

TEMPERATURA DE AUTOIGNICION
AUTOIGNITION TEMPERATURE

GRADOS F
DEGREES F

GRADOS C
DEGREES C

244
503
436
593
485
585
519
570
472
559
424
288
235
647
438
460
413
537
395
455
396
391
255
472
363
443
285
432
455
231
252
385
385
425
449
405
280
204
260
225
424
245
534
460
220
402

471
938
817
1099
905
1085
966
1058
882
1038
795
550
455
1198
820
860
775
1035
743
833
745
736
491
882
685
830
545
810
851
448
485
725
725
797
840
761
536
399
500
437
795
473
994
860
428
756
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93
94
95
96
97
98
99
100
101
102
103
104
105
106
107
108
109
110
111
112
113
114
115
116
117
118
119
120
121
122
123
124
125
126
127
128
129
130
131
132
133
134
135
136
137
138

I
T
E
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CICLOHEXENO
CICLOPROPANO
p-CIMENO
CLOROBENCENO
CLORURO ALILICO
CLORURO DE BENZOILO
CLORURO DE ETILO
CLORURO DE VINILDENO
CLORURO DE VINILO
CRESOL
CUMENO
n-DECANOL
DECENO
o-DICLOROBENCENO
DICLOROETANO
DICLOROETILENO
DICLORURO DE ETILENO
DICLORURO DE PROPILENO
DIETILBENCENO
DIMETILFORMAMIDA
DISOBUTIL CETONA
DISOBUTILENO
DODECENO
ETANO
ETANOL
ETER DE ISOPROPILO
ETER MONOMETILICO DE ETILENOGLICOL
ETIL BENCENO
ETIL FORMATO
2-ETIL HEXANOL
2-ETIL HEXIL ACRILATO
ETILAMINA
ETILENEDIAMINA
ETILENO CLOROHIDRINA
FORMATO METILICO
GAS LICUADO DE PETROLEO
GASOLINA
HEPTANO
HEPTENO
HEXANO
2-HEXANONA
HEXENO
ISOCIANATO DE METILO
ISOFORONA
ISOPRENO
ISOPROPILAMINA

D
D
D
D
D
D
D
D
D
D
D
D
D
D
D
D
D
D
D
D
D
D
D
D
D
D
D
D
D
D
D
D
D
D
D
D
D
D
D
D
D
D
D
D
D
D

CYCLOHEXENE
CYCLOPROPANE
p-CYMENE
CHLOROBENZENE
ALLYL CHLORIDE
BENZYL CHLORIDE
ETHYL CHLORIDE
VINYL CHLORIDE
VINYL CHLORIDE
CRESOL
CUMENE
n-DECANOL
DECENE
o-DICHLOROBENZENE
1.1-DICHLOROETHANE
1.2-DICHLOROETHYLENE
ETHYLENE DICHLORIDE
PROPYLENE DICHLORIDE
DIETHYL BENZENE
DIMETHYL FORMAMIDE
DI-ISOBUTYL KETONE
DI-ISOBUTYLENE
DODECENE
ETHANE
ETHANOL
ISOPROPYL ETHER
ETHYLENE GLYCOL MONOMETHYL ETHER
ETHYL BENZENE
ETHYL FORMATE
2-ETHYL HEXANOL
2-ETHYL HEXYL ACRYLATE
ETHYLAMINE
ETHYLENEDIAMINE
ETHYLENE CHLOROHYDRIN
METHYL FORMATE
LIQUEFIED PETROLEUM GAS
GASOLINE
HEPTANE
HEPTENE
HEXANE
2-HEXANONE
HEXENES
METHYL ISOCYANATE
ISOPHORONE
ISOPRENE
ISOPROPYLAMINE
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MATERIAL

RAWELT, S.A. de C.V.
 

GRUPO
GROUP

TEMPERATURA DE AUTOIGNICION
AUTOIGNITION TEMPERATURE

GRADOS F
DEGREES F

GRADOS C
DEGREES C

D
D
D
D
D
D
D
D
D
D
D
D
D
D
D
D
D
D
D
D
D
D
D
D
D
D
D
D
D
D
D
D
D
D
D
D
D
D

*

210
237
422
537
385
404
449
393
416
478
430
250
296
410
374
277
288
482
205
206
230
344
243
300
452
275
482
450
399
413
455
490
188
385
480
494
253
464
90

410
458
792
999
725
759
840
740
780
892
806
482
565
770
705
531
550
900
401
403
446
652
470
572
846
527
900
842
750
775
851
914
370
725
896
921
488
867
194

007-RW-341
FICHA TECNICA / TECHNICAL DATA

139
140
141
142
143
144
145
146
147
148
149
150
151
152
153
154
155
156
157
158
159
160
161
162
163
164
165
166
167
168
169
170
171
172
173
174
175
176
177

I
T
E
M

KEROSENO
LIMONENO
METACRILATO DE METILO
METANO
METANOL
METIL ETIL CETONA
METIL ISOBUTIL CETONA
METIL N-AMILCETONA
2-METIL-1-PROPANOL
2-METIL-2-PROPANOL
METILAMINA
METILCICLOHEXANO
METILCICLOHEXANOL
MONOETANOLAMINA
MONOISOPROPANOLAMINA
NAFTA (ALQUITRAN DE CARBON)
NAFTA (PETROLEO)
NITROBENCENO
NONANO
OCTANO
OCTENO
OXIDO DE MESITILO
PENTANO
1-PENTANOL
2-PENTANONA
1-PENTENO
PIRIDINA
PROPANO
2-PROPANOL
1-PROPANOL
PROPILENO
STYRENE
SULFATO DE DIMETILO
TETRAHIDRONAFTALENO
TOLUENO
TOLUENO DE VINILO
TURPENTINA
XILENO
DISULFURO DE CARBONO

KEROSENE
DIPENTENE
METHYL METHACRYLATE
METHANE
METHANOL
METHYL ETHYL KETONE
METHYL ISOBUTYL KETONE
METHYL N-AMYL KETONE
2-METHYL-1-PROPANOL
2-METHYL-2-PROPANOL
METHYLAMINE
METHYLCYCLOHEXANE
METHYLCYCLOHEXANOL
MONOETHANOLAMINE
MONOISOPROPANOLAMINE
NAPHTHA (COAL TAR)
NAPHTHA (PETROLEUM)
NITROBENZENE
NONANE
OCTANE
OCTENE
MESITYL OXIDE
PENTANE
1-PENTANOL
2-PENTANONE
1-PENTENE
PYRIDINE
PROPANE
2-PROPANOL
1-PROPANOL
PROPYLENE
STYRENE
DIMETHYL SULFATE
TETRAHYDRONAPHTHALENE
TOLUENE
VINYL TOLUENE
TURPENTINE
XYLENES
CARBON DISULFIDE

* Disulfuro de Carbono tiene características que requieren  más precauciones que las requeridas en cualquier grupo, por su baja temperatura de autoignición. 

* Carbon Disulfide has characteristics which require safeguards beyond those required for any of the groups, because of it´s low autoignition temperature.
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